
No-load 

 current

Max

Amps

Max  

Voltage 
Current Pull Power Effciency 

Load 

 current

Weight 

(motor 

only)**

Weight w/ 

hardware**

Shaft 

Diameter
Resistance

Length of 

Extended 

Shaft

(A) (A) (V) (A) (g) （W） （g/w） （A) （g） （g） （mm） (ohm) (mm)

11.1 36 2200 399.6 5.5

12.6 44 2800 554.4 5.05

14.8 57 3600 843.6 4.26

16.8 66 4400 1108.8 3.96

11.1 32 2000 355.2 5.63

12.6 39 2500 491.4 5.08

14.8 51 3200 754.8 4.2

16.8 62 4000 1041.6 3.84

16.8 26.5 2400 445.2 5.4

18.5 31.5 2850 582.75 4.9

21 40 3650 840 4.35

22.2 44.5 4100 987.9 4.15

25.2 56 5200 1411.2 3.68

11.1 22 1600 244.2 6.55

12.6 26 2000 327.6 6.1

14.8 34 2600 503.2 5.16

16.8 41.5 3200 697.2 4.58

18.5 49 3800 906.5 4.19

21 61.5 4500 1291.5 3.49

11.1 24 1700 266.4 6.38

12.6 29.5 2100 371.7 5.64

14.8 39 2800 577.2 4.85

16.8 48 3400 806.4 4.21

18.5 55.5 4000 1026.75 3.89

22.2 74 5200 1624.8 3.2

11.1 25.5 2200 283.05 7.77

12.6 31 2600 390.6 6.65

14.8 41 3600 606.8 5.93

16.8 51 4400 856.8 5.13

18.5 57 5100 1054.5 4.83

21 75 6000 1575 3.8

22.2 80 6400 1776 3.6

11.1 16.5 1400 183.15 7.64

12.6 20 1800 252 7.14

14.8 26 2200 384.8 5.71

16.8 33 2800 554.4 5.05

18.5 38 3250 703 4.62

21 46 4000 966 4.14

22.2 51 4350 1132.2 3.84

11.1 19 1500 210.9 7.11

12.6 23 1800 289.8 6.2

14.8 30 2400 444 5.4

16.8 36 2950 604.8 4.87

18.5 43 3600 795.5 4.52

21 51 4300 1071 4.01

11.1 13.5 1200 149.85 8

12.6 16 1600 201.6 7.9

14.8 21 2000 310.8 6.4

16.8 25 2400 420 5.71

18.5 29 2800 536.5 5.22

21 35 3400 735 4.63

22.2 38 3750 843.6 4.44

25.2 48 4500 1209.6 3.72

11.1 15 1300 166.5 7.8

12.6 18 1600 226.8 7.05

14.8 23 2150 340.4 6.31

16.8 28.5 2600 478.8 5.43

18.5 32.5 3000 601.25 4.98

21 39.5 3600 829.5 4.33

22.2 44 4000 976.8 4.09

25.2 55 5000 1386 3.61
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11.1 12 1200 133.2 9

12.6 15 1600 189 8.46

14.8 19 2000 281.2 7.11

16.8 23 2350 386.4 6.08

18.5 27.5 2700 508.75 5.3

21 33.5 3300 703.5 4.69

22.2 36 3600 799.2 4.5

25.2 44.5 4500 1121.4 4.01

11.1 15 1600 166.5 9.6

12.6 18 1900 226.8 8.37

14.8 23 2500 340.4 7.34

16.8 28.5 2900 478.8 6.05

18.5 33.5 3400 619.75 5.48

21 41 4000 861 4.64

22.2 45.5 4500 1010.1 4.45

25.2 55.5 5250 1398.6 3.75

14.8 21 2400 310.8 7.72

16.8 25.5 2850 428.4 6.65

18.5 30 3300 555 5.94

21 36.5 4150 766.5 5.41

22.2 39.5 4500 876.9 5.13

25.2 49 5600 1234.8 4.53

25.2 17 2600 428.4 6.06

29.4 22 3800 646.8 5.87

33.6 28 4700 940.8 4.99

37.8 34 5800 1285.2 4.51

42 42 7000 1764 3.96

45 48 7600 2160 3.51

14.8 22 2600 325.6 7.98

16.8 26 3200 436.8 7.32

18.5 31 3700 573.5 6.45

21 37 4600 777 5.92

22.2 40 4900 888 5.51

25.2 48 5800 1209.6 4.79

25.2 19 2900 478.8 6.05

29.4 25 3950 735 5.37

33.6 32 5100 1075.2 4.74

37.8 39 6100 1474.2 4.13

42 47 6800 1974 3.44

14.8 11.5 1800 170.2 10.57

16.8 13.5 2150 226.8 9.47

18.5 16 2600 296 8.78

21 19 3000 399 7.51

22.2 21 3200 466.2 6.86

25.2 25 3800 630 6.03

25.2 9.5 1800 239.4 7.51

29.4 12 2300 352.8 6.51

33.6 15 3000 504 5.95

37.8 19 3900 718.2 5.43

42 23 4700 966 4.86

45 26 5400 1170 4.61
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Chart developed in collaboration with Leopard Hobby and not to be redistributed without permission. © Altitude Hobbies 2019

**All motors have been weighed in-shop by Altitude Hobbies. These weight figures are accurate and not underrated manufacturer estimates.
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